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EN 

DESCRIPTION 

Quick flex MS beige is a sprayable car body repair one component (Silyl 

Modified Polymer) for spraying bonding and sealing applications used in 

automotive body repair. Cures by polymerisation of atmospheric 

moisture to become a high performance, permanently flexible, elastic adhesive. 

Solvent and isocyanate free. 

 

SURFACE OF APPLICATION  

Quick flex MS is a versatile sealant specifically for spray applications as a weld plate 

sealant for the reproduction of original beads and engravings. It is used in the 

automotive industry for body repair and also contributes to corrosion protection.  

Excellent primerless adhesion properties to metals, painted surfaces, aluminum, PVC, 

fiberglass reinforced plastic, ABS, polycarbonate and plastic materials in general. 

 

FEATURES 

 Silyl-Modified Polymer  

 Solvent and isocyanate free, odourless 

 Can be sprayed with Car Repair System's Multifunction Pneumatic Spray Gun 

1000 (1010-007530); fine and/or heavy finish can be obtained by adjusting air 

pressure, distance to the joint and product dosage. 

 Excellent thixotropy allows product loading without sagging when removing the 

masking tape. 
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QUICK FLEX MS BEIGE AND GREY 

290ML 

 

 It can be used for both internal and external bodywork applications, 

underbody, footboards, skirts, etc. 

 Does not run when the protective tape is removed.  

 Protects against corrosion.  

 Vibration and sound damping properties. 

 Sealed in electro-welded sheet metal. 

 Allows spot welding before drying. 

 Easy to apply by spray gun when used for bead applications or various spray 

patterns. 

 Easy handling and moulding, smooth by paintbrush. 

 Remains flexible over a wide temperature range. 

 Does not form air bubbles. 

 Can be overcoated with many water and solvent based paints (preliminary tests 

recommended). 

 No danger symbol required. 

TECHNICAL DATA 

 Appearance: Non-sag thixotropic paste 

 Color: Beige and grey 

 Chemical nature: Silyl-Modified Polymer 

 Curing Mechanism: Moisture-curing 

 Curing through volume [mm] (NPT Method 07) (24h - 23°C and 50% RH): ca. 2.4 

 Hardness Shore A (DIN 53505): ca. 45 

 Density [g/cm³] (NPT method 06) (23°C and 50% RH): ca. 1.38 

 Skin time [min] (NPT Method 17) (23°C and 50% RH): ca. 45 

 Elastic modulus at 100% [N/mm2] (ISO 37 DIN 53504): ca. 1.0 

 Tensile strength [N/mm2] (ISO 37 DIN 53504): ca. 2.7 
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 Elongation at break [%] (ISO 37 DIN 53504): ca. 450 

 Application temperature [°C]: From +5 to +40 

 Temperature Resistance [°C]: From -40 to +100 

 

METHOD OF APPLICATION 

 

The surfaces to be treated should be perfectly clean, dry and free from dust and 

grease. It is necessary to treat the bonding surface using a specific CLEANER or 

ACTIVATOR from Car Repair System range. It is advisable to carry out preliminary 

adhesion tests on the support. 

 

For spray application, use with a dedicated air-pressure gun equipped with a spray 

regulating nozzle. A smooth spray (orange peel effect) or a more marked effect can be 

obtained by regulating the nozzle and the air pressure. To better control the spray air 

flow and therefore the finishing, start form zero pressure and augment to the desired 

flow. Spray at a distance from 5 to 40 cm from the object.  

 

PRECAUTION 

 

Quick flex MS is a low viscosity thixotropic paste, viscosity value may slightly differ 

from each batch and according to the residual shelf life. Spraying and finishing tests 

should be performed beforehand to obtain the desired effect. 

 

Quick flex MS can be over-painted. The paint must be tested for compatibility by 

carrying out preliminary trials. Attention must be observed with the use of alcohol or 

alkyd-resin since they may interfere with the curing process of the sealant and reduce 

the drying time of the paint itself. The hardness and film thickness of the paint may 

impair the elasticity of the sealant and lead to cracking of the paint film. 

 

Do not cure in the presence of curing silicone sealants. Avoid contact with solvent 

cleaners during cure. When applying sealant, avoid air-entrapment. Since system is 

moisture-cured, permit sufficient exposure to air. Bonded elements may require 

additional holding or support during curing period. 
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QUICK FLEX MS BEIGE AND GREY 

290ML 

 

STORAGE AND SHELF LIFE 

 

Quick flex MS can be stored for 12 months in its original packaging (unopened 

container) between 10°C and 25°C in a cool, dry place. The storage temperature should 

not exceed 25°C for extended periods of time. Keep away from wet areas, direct 

sunlight and heat sources. 

 

AVAILABLE PACKAGINGS: 

 

Code Description Packaging 
 

5003-001044 QUICK FLEX MS BEIGE  290ML 

5003-001043 QUICK FLEX MS GREY 290ML 

 
*For more information about our products or means of application, please visit our website 
www.carrepairsystem.eu or send us an e-mail to info@carrepairsystem.eu 

 

 

 

 

 

 

 

 

 

The technical information and instructions provided in this sheet ate based on our own working 

experience. The company ensures the quality of the product. However, as the uses terms and conditions 

are out of our control, we decline any responsibility as the final result is concerned. 

http://www.carrepairsystem.eu/
mailto:info@carrepairsystem.eu

