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MASKING TAPE 

HE HIGH PERFORMANCE 

45M 

DESCRIPTION 

Developed with natural rubber adhesive, it provides strong, controlled and uniform adhesion, ensuring clean and 

precise masking for high-quality finishes, without tape lifting even on difficult surfaces. 

Thanks to its high resistance to water and UV rays, it can be used both indoors and outdoors, maintaining 

performance even in demanding applications such as wet sanding, direct sunlight exposure and paint booth cycles. 

It offers heat resistance up to 100 °C for 30 minutes, making it ideal for booth drying processes. 

The tape also stands out for its extended clean removal, leaving no residue or adhesive marks, allowing it to remain 

applied for up to 10 days indoors and up to 7 days outdoors, helping reduce rework and increase workshop 

productivity. 

Compatible with all paint systems, HE High Performance Masking Tape is available in deep yellow and has been 

designed for professionals who demand maximum reliability, precision and efficiency in automotive repair work. For 

professional use only. 

 

TECHNICAL SPECIFICATIONS 

Paper grammage 62 g/m² ± 5 % 

Total thickness 131 µm ± 10 % 

Longitudinal tensile strength 3,2 kg/cm 2,7 – 3,8 

Longitudinal elongation at break 6 % 4 – 8 

Adhesion to steel 240 g/cm ≥ 200 

Heat resistance 100 °C / 30 min  

 

AVAILABLE SIZES 

Code Description Size Un/Bx 

2002-010010 HE HIGH PERFORMANCE MASKING TAPE 18MM X 45M 48 

2002-010011 HE HIGH PERFORMANCE MASKING TAPE 24MM X 45M 36 

2002-010012 HE HIGH PERFORMANCE MASKING TAPE 36MM X 45M 24 

2002-010013 HE HIGH PERFORMANCE MASKING TAPE 48MM X 45M 24 

For more information about our products or application methods, please visit our website www.carrepairsystem.eu 

or send an email to info@carrepairsystem.eu. 
 
 

Technical specifications and recommendations are based on our experience. We guarantee the excellent quality of the product. 
However, as the conditions of each specific application are beyond our control, we cannot be held responsible for the results 
obtained. 


