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5009-001130 

DESCRIPTION 

Two-component acrylic clearcoat based on acrylic resins and aliphatic hardeners, with very high solids content and 

low VOC content. It is characterised by high gloss and transparency, low yellowing, very fast curing and outdoor 

resistance, providing high-quality finishes such as those required in the Car-Refinish sector. 

The product has been designed to meet the needs of a market increasingly focused on faster application cycles, 

aimed at achieving higher daily productivity and shorter delivery times, as well as avoiding the use of drying ovens 

or standard drying times of 30 minutes at 60 °C, favouring drying times of 10 minutes at 60 °C. 

The product complies with European regulations on volatile organic compound emissions (VOC), Directive 

2004/42/EC. 

APPLICATION 

Acrylic clearcoat catalysed with high-solids aliphatic isocyanates, characterised by a high surface drying speed. Due 

to its properties, it does not yellow and is resistant to outdoor exposure. 

It is particularly suitable for small, partial and complete repairs. It offers good resistance to solvents and chemicals. 

TECHNICAL DATA 

Viscosity: 16” - 18” Ford Cup No. 4 

Nozzle: 1.2 - 1.4 mm 

Pressure: 2 - 2.5 bar 

Theoretical coverage: 16.5 m²/L per coat, at a dry film thickness of 30 µm 

Application: Spray application 

Thinning: Ready to use 

Gloss: 95 - 100 gloss 

Wet film thickness per coat: 60 µm 

Dry film thickness per coat: 30 µm 

Number of coats: 2 coats until the required total thickness is achieved 

Total dry film thickness: 60 µm 

Average theoretical consumption: 60 g/m² 
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DRYING TIME 

 Slow Hardener Standard Hardener Fast Hardener 

Temperature 20°C 60°C 20°C 60°C 20°C 60°C 

Touch dry 4 to 5h 10 to 15 min 2 to 3h 10 min 2h 5 to 10 min 

Complete drying 48 to 72h 30h 48 to 72h 24h 48h 18h 

Polishing time 8h 
15 min at 60 °C, 
then 90 to 120 

min at 20 °C 
3h 

10 min at 60 °C, 
then 90 min at 

20 °C 
2h30 to 3h 

5 to 10 min at 
60 °C, then 60 
to 90 min at 

20 °C 

 

RECOMMENDED PREPARATION AND APPLICATION 

APPLICATION 

Apply onto perfectly clean and dry surfaces, observing the flash-off and recoating times of the colour basecoat or 

previously applied system. 

Spray application is recommended using an HVLP/LVLP spray gun fitted with a 1.2 - 1.4 mm nozzle, at a pressure of 

2 - 2.5 bar. 

It is recommended to apply one thin coat followed by one wet coat (1/2 + 1), until the recommended total thickness 

is achieved. 

APPLICATION TEMPERATURE 

Substrate: 5 °C - 35 °C 

Ambient: 5 °C - 35 °C 

Relative humidity: 60 % 

In ambient temperature conditions above 35 °C, the use of 5009-001139 RETARDING ADDITIVE 1130 is 

recommended, exclusively in combination with 5009-001133 HE TOP HARDENER SLOW 2.5 L, in order to improve 

the flow and wetting of the finish. 

Recommended dosage of the retarder additive: 5 - 10 % by volume, depending on the temperature. 

MIXING RATIO (A+B) 

By weight: 100 + 50 

By volume: 2:1 

Specific gravity of catalysed product (A+B): 1.00 g/ml ± 0.05 g/ml 
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SAFETY INFORMATION 

See Safety Data Sheet. For professional use only. 

 

AVAILABLE PRODUCTS 

Code Description Size 

5009-001130 HE TOP CLEAR UHS   5 L 

5009-001131 HE TOP HARDENER FAST  2.5 L 

5009-001132 HE TOP CATALISADOR STANDARD 2.5 L 

5009-001133 HE TOP CATALISADOR SLOW  2.5 L 

5009-001166 HE TOP CLEAR UHS 1 L 

5009-001168 HE TOP HARDENER STANDARD 0.5 L 

5009-001139 RETARDING ADDITIVE 1130 1 L 
For more information about our products or application methods, please visit our website www.carrepairsystem.eu 

or send an email to info@carrepairsystem.eu. 
 

Technical specifications and recommendations are based on our experience. We guarantee the excellent quality of the product. 
However, as the conditions of each specific application are beyond our control, we cannot be held responsible for the results 
obtained. 


